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Intricon produces a wide range of Boom Microphone to meet different application needs, accommodating different types
of microphones, some even come with special windscreen retention features as well as options for water protection.
Available in standard black, skin color (beige) is also available for some models and on special request. Water protection
designation follows the IEC 60529 system.
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737 | MH-05 Industrial Comms 4,5,6 ~ N.A. N.A. WS55,74,76 26x9.5x9.5 .
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e Active/ Fitness
e Aviation
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743 | MH-07 Industrial Comms 3,4 — IPx7 N.A. W55,74,76 |25.4x10.1x7.2 .,
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e Aviation
e Security & O 8
733 | MH-08 Industrial Comms 3,4 ~ IPx7 N.A. W55,74,76 25x9.5x6.6 .
e Pro-Audio I:;;)
e Active/ Fitness
e Pro-Audio
I 723 | MH-LL | | A Fness 3 %8 IPx7 NA | W2355 | 214x83x58 @
Industrial Comms
MH-12 e Security & 6 = IPx7 v W55,74,76  41.3x105x10 @
759 Industrial Comms I:;;)
o Military
7D4 | MH-13 | e Security & 4 8 @ N.A. N.A. W55,74,76 | 30.5x15.8x8 .
Industrial Comms !
o Military
760 | MH-14 | e Security & 5,6 8 IPx7 \/ W55,74,76 = 21.5x12.6x9 .
Industrial Comms
o Military
7D5 | MH-15 | e Security & 5 8 IPx7 N.A. W76 31.7x17 x10.5 .
Industrial Comms
Mates
I 6211 MH-16 e Aviation with e IPx7 v | W55,7476 44-71’5152-7 N
u173/u '
o Military
761 |MH-17 | e Security & 5.6 8 *IPx8 NA W79 29.5x14.3x9.4 .
Industrial Comms
* 2 m Immersion for 30 min. O= Omni Directional, U = Noise Cancelling, ®= Super Cardioid
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